


Speed max....................500-4000 Rpm
   (1 Rpm steps)
Rcf max..........................4200 G 
Timer .............................0-9999 Mins & Hold
   (1 sec steps)
Dimensions..................HWD 315 x 450 x 635mm

Speed max....................500-4000 Rpm
   (10 Rpm steps)
Rcf max..........................4200 G 
Timer .............................0-99 Mins & Hold
   (15 sec steps)
Dimensions..................HWD 315 x 450 x 635mm

Weight...........................62.2 Kg (without rotor)
Power.............................600 Watts
Memory.........................10 programs
Accel rates...................10 programs
Decel rates...................10 programs
Temp............................... Ambient to 90°C PID
    Controlled to + /-    2°C 20-40
                 Controlled to + / -   1°C 50-90
              

Display indicative only 

Display indicative only 

Display indicative only 

PrO-ASTMLCD

PrO-ASTMLED

XMSF Trolley (As shown) 
Available at additional cost

BRK3ASTM Rotor Package
1 - Rotor 
1- Buckets (set 4)
1 - Choice of adaptors (set 4)
as required

Samples of tubes (Indicative)

Weight...........................62.2 Kg (without rotor)
Power.............................600 Watts
Memory.........................108 programs
Accel rates...................10 programs
Decel rates...................10 programs
Temp............................... Ambient to 90°C PID
    Controlled to + /-    2°C 20-40
                 Controlled to + / -   1°C 50-90
              


