
Technical Specification

Instrument Type Dual light source colorimeter offering direct-reading of pre-programmed 
test calibrations

Peak Wavelengths 530 nm, 575 nm

Accuracy ± 1.0% T

Display 226 x 138 pixel LCD with backlight

User Interface Language–free interface, on screen visual icons

Size (W x L x H) and Weight 163 mm x 70 mm x 45 mm, 275 g

IP Rating IP67

Power Supply 3 x AA 1.5V Batteries

Connectivity USB for data download and software updates

Memory Capacity Last 10 results. Blank value held in memory until power off or new blank 
recorded

F E AT U R E S  I N C L U D E : 

Ideal for monitoring of outdoor pools 

Logs test results with date and time

USB connectivity enables further data management

On-board memory for up to 50 data sets 

Lightweight kit design

Easy to operate 

Quick to deliver results

Tag records with labels

IP67 Certified Waterproofing

Chlorine (Free, Combined & Total)

Cyanuric Acid

pH Phenol Red

Tests for:

Lumiso 
Pooltest 3

Kit Contents

Item Lumiso Pooltest 3 LMP003

Lumiso Pooltest 4 instrument 1

Instructions 1

Test tubes 5

Test tube brush 1

Lint free cloth 1

10 mL syringe 1

Dilution tube 1

Crush/stir rods 4

USB lead 1

Initial reagent pack 1

Hard carry case 1

For the full list 
of reagents see 

page 18

Reagents included in kit

Type of reagent Tests

Free Chlorine DPD 1 50

Total Chlorine DPD 3 50

DPD XF Chlorine 30

DPD XT Chlorine 30

Phenol Red 50
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